PRODUCT BULLETIN 0 GYPSUM VENEER BASE . BULLETIN NO: B~15C
i GYPSUM FRODUCTS 5/8" x 48" Wide Type X DATE: 4/21/65
E For Veneer Plaster PAGE: lof 3
} CANCELS: B-15C
| DATE: 10/6/64
PRODUCING PLANTS: Long Beach, Antioch, Seattle, Rosario, JacEsonviHe, & Delcnico
: Delanco &
Q’I_?;FE_"_“_‘-'!C_’__(LES/MSF)‘ Long Beach Antioch Seattle Resario Jacksonviile

Board Stucco (s-1,5-2) 1850/2150  1850/2150  1850/2150  1900/2150  1900/2150

Glass Fiber (BG-1)  6.0-6.5  6.0-6.5  6.0-6.5  6.0-6.5  6.0-6.5
Paper Fiber (G-1) 12-15 12-15 12-15 15-18 12-15 i
Starch " (BG-1) 9-12.5 93‘@: 9-12.5 ~ 10-12.5  10-12.5 :
Core Foaming Agent o | ) o?-?; ‘ ;
Resin (8G-1) - - &r5=2 -- -

ALS - (BG-1)  0.2-1.7 - —~ . 02-1.7 0.2-17

| Lignin None None ~ Nome  None None '
Greund Gypsum  (8G-1) -- s None - 1
End Trim G-1)  25-35 ‘%ﬁe‘a 25-35 None | 2535

4

Potassium Sulfate (BG-1)  0.5-3.0  J=%-2.4  0.5-3.0  0.5-3.0  0.5-3.0

Retarder (8G-1) Nohe 'ﬁ( None 0-0.8 Norne '

~
-

Hydrated Lime RM-~P3) 0-0.5 0-0.5 0-0.5 0-1.2 0-0.5

Paper Liners: Coreboard paper for 4 ft. wide veneer base on both sides. -

4 Paper linsrs shall be run on the board machine with the felt side of the

;1 paper to the core on face and back of gypsum veneer base. This is normally -
the outside of the paper as rolled, ’ :

Paper shall be free from quick saturstion points.
OPERATING SPECIFICATIONS: (Refer to Process Bulletin BG-2 for general specifications)

i 1.  Core Mix at the Mixer - Follow test procedures specified in Bulletin T-5.

i
E 2. Slurry Setting Time, minutes 2 to 4-3/4 ' A—M '0'0
LR
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